hinBRIK

THiCK SET MORTAR SYSTEM
Over Exterior Insulation

| Coat

Drainage Mat
Exterior Insulation

.+ Support Wall

thinBRIK  Bonding Metal Lath

Coat

THIN SET MORTAR SYSTEM
Over Concrete Wall

Pre-Cast or
Poured Concrete

Scratch Coat

thinBRIK ~ Bonding
Coat

THick SET MORTAR SYSTEM
Over Stud Wall

l : — Metal or
\ Wood Stud

— Exterior
Sheathing

Air & Vapor
Barrier

Metal Lath
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APPLICATIONS

MoDULAR PANEL SYSTEM
Over Stud Wall

Exterior

Sheathing

Metal or
Wood Stud

Drainage Mat

Air & Vapor
Barrier

Metal Wall

thinBRIK &
Adhesive Panel

PRE-CAST WALL SYSTEM

Pre-Cast
Concrete

thinBRIK

Taick SET MORTAR BED SYSTEM

Concrete Block

Air & Vapor
Barrier

thinBRIK
Metal Lath
Bonding
Coat Scratch
Coat
A
ACME
BRICK



SPEEDYMASON™ SyYSTEM EXTERIOR APPLICATION
Over Stud Wall

:: Metal or
Wood Stud

— Exterior
Sheathing

Air & Vapor
Barrier

thinBRIK
Composite Panel System

SPEEDYMASON™ SyYSTEM INTERIOR APPLICATION
Over Stud Wall

Metal or
Wood Stud

Interior
Gyp Board

thinBRIK
Composite Panel System

Scratch Coat Back Butter
SPEEDYMASON™ EXTERIOR RAINSCREEN APPLICATION
Over Concrete Wall
Concrete
or Stud Wall
Exterior
Sheathing
Air & Vapor
Barrier
X & o &
thinBRIK : s/ &S
Composite Panel System R AN
& \crﬁ &
Scratch Coat  with Rainscreen &”@ . &1@'&
& be.q}"ﬁo {@b Q)&"cb
8 f&i &S E
Qk' D & & &' Ey
L &C £ 2 &
INSTALLATION | RECOMMENDED SPECIAL RGN
S C
METHOD MATERIALS CONSIDERATIONS & & &
Follow mortar
manufacturer’s
THick Mortar: Type N or instructions for
SET Latex-Modified thickness of bond coat . .
and other brick setting
requirements. T
thin.
Follow mortar Sawn
T manufacturer’s
HIN . . instructions for
SET Mortar: Latex-Modified thickness of bond coat . ‘
and other brick setting
requirements.
Check thin brick
Mortar: TYP? N or thickness tolerances for
MODULAR Latex-Modified ;};anel Syszemf C{nl Fhe .
Panels & Adhesive: absence of guidelines, .
PANELS Per Panel Manufacturer | maximum tolfierar_lce of EhmBl;H;
Instructions +1/16th inch is xtrude
recommended.
Verify Brick
System Requirements PCI complance may
Form Li be required. In some
orm Liner: | PCI di ional
Pre-Casr Architectural Polymers, C:;leesrances }llr::: ]S;g:;: . . .
PANELS Innovative Brick

These are recommendations only for typical applications. Always follow the requirements of your local codes and manufacturers recommendations.
For more information visit www.gobrick.com/docs/default-source/read-research-documents/technicalnotes/28c-thin-brick-veneer.pdf

Systems LLC,
Advanced
Formliners LLC

waived when products
meet all other testing
requirements.
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thinBRIK
Kerfed Extruded
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